
Datasheet

Manufacturer Amphenol Precision Optics GmbH

Compliance IEC 61754-34

Features High port density

4 URM P2 connectors fitting in one URM K8 adapter

Push function makes plugging easier

Optional: Flex-angle boot, variable from straight to 90° in any direction

Ferrule Ø 1.25 mm, Zirconia, axially spring-loaded

Mating cycles 1,000

Cable diameter 1.8 mm

Strain relief ≥ 70 N

Temperature range Operating temperature -40°C to +85°C

Storage temperature -40°C to +90°C

Versions Duplex / multimode

Duplex / singlemode

Duplex / singlemode APC 8°

Housing material Plastic / Beige (OM 2, OM 3, OM 4),
optional Heather violet (OM 4)

Fiber types G62.5 / 125 µm (OM 1)
G50 / 125 µm (OM 2, OM 3, OM 4)

Ferrule hole size 126 µm

Typical insertion loss ≤ 0.20 dB

Return loss ≥ 35 dB
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URM P2 NG Connector

URM P2 NG Connector with flex-angle
boot

URM P2 NG Connector

Multimode



Housing material Plastic / Blue

Fiber type E9 / 125 µm (OS 2)

Ferrule hole size 126 µm

Typical insertion loss ≤ 0.12 dB (Grade B)

Return loss ≥ 50 dB

Housing material Plastic / Green

Fiber type E9 /125 µm (OS 2)

Ferrule hole size 126 µm

Typical insertion loss ≤ 0.12 dB (Grade B)

Return loss ≥ 70 dB

Singlemode

Singlemode APC 8°
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