
 

 

Wichtige Hinweise für die korrekte Handhabung
konfektionierter Glasfaserkabel

Staubschutzkappen

Kontrolle

Reinigung

Installation
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• 	Staubschutzkappe erst unmittelbar vor der Installation entfernen!
• 	Steckerstirnfläche nicht berühren und vor Beschädigung schützen!

• 	Vor Inbetriebnahme: Visuelle Kontrolle der Steckstirnflächen auf Verschmutzungen  
	 und Beschädigungen durchführen, optimalerweise mit Mikroskop.

• 	Verschmutzungen der Steckerstirnflächen mit geeignetem Equipment 
	 reinigen, z. B. mit Click Cleaner oder Isopropanol und fusselfreiem Tuch.

• 	Steckvorgang sorgfältig ausführen! Das Glasfaserkabel nicht verdrehen, 
	 quetschen oder knicken.
• 	Minimalen Biegeradius des Kabels beachten!



 

 

Important information —
How to handle fiber optic assemblies!

Dust caps

Control

Cleaning

Installation
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• 	To avoid dirt and damage, e.g. by touching the connector face, remove dust caps  
	 during operation only!

• 	Before commissioning: visual inspection of the connector end surfaces 
	 regarding contamination and damage, ideally by using a microscope.

• 	Clean contaminated connector end surfaces with suitable equipment, e.g. 
	 with click cleaner or isopropanol and lint-free cloth.

• 	Install carefully. Do not twist, squeeze or kink the fiber optic cable.
• 	Please consider smallest allowed bending radius!


